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Table of Contents


	1. tcconfig
	1.1. Summary

	1.2. Traffic control
	1.2.1. Setup traffic shaping rules

	1.2.2. Available parameters

	1.2.3. Targets









	2. Installation
	2.1. Installation: pip

	2.2. Installation: dpkg (Debian/Ubuntu)





	3. Dependencies
	3.1. Linux packages

	3.2. Linux kernel module

	3.3. Optional Python packages





	4. Usage
	4.1. Set traffic control (tcset command)
	4.1.1. tcset command help

	4.1.2. Basic usage
	4.1.2.1. e.g. Set a limit on bandwidth up to 100Kbps

	4.1.2.2. e.g. Set network latency

	4.1.2.3. e.g. Set 0.1% packet loss

	4.1.2.4. e.g. All of the above settings at once

	4.1.2.5. e.g. Specify the IP address of the traffic control

	4.1.2.6. e.g. Specify the IP network and port of traffic control





	4.1.3. Advanced usage
	4.1.3.1. Traffic control of incoming packets

	4.1.3.2. Set latency distribution

	4.1.3.3. Set multiple traffic shaping rules to an interface

	4.1.3.4. Using IPv6

	4.1.3.5. Get tc commands

	4.1.3.6. Generate a tc script file

	4.1.3.7. Set a shaping rule for multiple destinations

	4.1.3.8. Shaping rules between multiple hosts





	4.1.4. Docker container
	4.1.4.1. Set traffic control to a docker container

	4.1.4.2. Set traffic control within a docker container









	4.2. Delete traffic control (tcdel command)
	4.2.1. tcdel command help
	4.2.1.1. e.g. Delete traffic control of eth0





	4.2.2. Advanced usage





	4.3. Display traffic control configurations (tcshow command)
	4.3.1. tcshow command help
	4.3.1.1. Example









	4.4. Backup and restore traffic control configurations
	4.4.1. e.g. Backup configurations

	4.4.2. e.g. Restore configurations





	4.5. Execute with not a super-user





	5. Troubleshooting
	5.1. RTNETLINK answers: No such file or directory
	5.1.1. Phenomenon

	5.1.2. Solution





	5.2. RTNETLINK answers: Operation not supported
	5.2.1. Phenomenon

	5.2.2. Solutions









	6. Changelog

	7. Sponsors

	8. Indices and tables

	9. Links







Indices and tables


	Index







            

          

      

      

    

  

    
      
          
            
  
1. tcconfig

[image: PyPI package version] [https://badge.fury.io/py/tcconfig] [image: Supported Python versions] [https://pypi.org/project/tcconfig] [image: Test CI status] [https://github.com/thombashi/tcconfig/actions/workflows/ci.yml] [image: Build CI status] [https://github.com/thombashi/tcconfig/actions/workflows/build_and_release.yml]


1.1. Summary

tcconfig is a tc command wrapper. Make it easy to set up traffic control of network bandwidth/latency/packet-loss/packet-corruption/etc. to a network-interface/Docker-container(veth).










1.2. Traffic control


1.2.1. Setup traffic shaping rules

Easy to apply traffic shaping rules to specific networks:


	Outgoing/Incoming packets


	Source/Destination IP-address/network (IPv4/IPv6)


	Source/Destination ports






1.2.2. Available parameters

The following parameters can be set to network interfaces:


	Network bandwidth rate [G/M/K bps]


	Network latency [microseconds/milliseconds/seconds/minutes]


	Packet loss rate [%]


	Packet corruption rate [%]


	Packet duplicate rate [%]


	Packet reordering rate  [%]






1.2.3. Targets


	Network interfaces: e.g. eth0


	Docker container (veth corresponding with a container)








2. Installation


2.1. Installation: pip

tcconfig can be installed from PyPI [https://pypi.python.org/pypi] via
pip [https://pip.pypa.io/en/stable/installing/] (Python package manager) command.

sudo pip install tcconfig







2.2. Installation: dpkg (Debian/Ubuntu)

curl -sSL https://raw.githubusercontent.com/thombashi/tcconfig/master/scripts/installer.sh | sudo bash








3. Dependencies


	Python 3.7+


	Python package dependencies (automatically installed) [https://github.com/thombashi/tcconfig/network/dependencies]





3.1. Linux packages


	
	mandatory: required for tc command:
	
	Ubuntu/Debian: iproute2


	Fedora/RHEL: iproute-tc










	
	optional: required when you use the --iptables option:
	
	iptables














3.2. Linux kernel module


	sch_netem






3.3. Optional Python packages


	Pygments [http://pygments.org/]








            

          

      

      

    

  

    
      
          
            
  
4. Usage
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	4.1.2.5. e.g. Specify the IP address of the traffic control

	4.1.2.6. e.g. Specify the IP network and port of traffic control





	4.1.3. Advanced usage
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4.1. Set traffic control (tcset command)

tcset is a command to add a traffic control rule to a network interface (device).

You can delete rule(s) from a network interface by Delete traffic control (tcdel command).


4.1.1. tcset command help

usage: tcset [-h] [-V] [--tc-command | --tc-script] [--debug | --quiet] [--debug-query] [--stacktrace] [--import-setting] [--overwrite | --change | --add] [--rate BANDWIDTH_RATE] [--delay LATENCY_TIME] [--delay-distro LATENCY_DISTRO_TIME] [--delay-distribution {normal,pareto,paretonormal}] [--loss PACKET_LOSS_RATE] [--duplicate PACKET_DUPLICATE_RATE]
             [--corrupt CORRUPTION_RATE] [--reordering REORDERING_RATE] [--shaping-algo {htb,tbf}] [--iptables] [--direction {outgoing,incoming}] [--network DST_NETWORK] [--src-network SRC_NETWORK] [--port DST_PORT] [--src-port SRC_PORT] [--ipv6] [--exclude-dst-network EXCLUDE_DST_NETWORK] [--exclude-src-network EXCLUDE_SRC_NETWORK]
             [--exclude-dst-port EXCLUDE_DST_PORT] [--exclude-src-port EXCLUDE_SRC_PORT] [--docker] [--src-container SRC_CONTAINER] [--dst-container DST_CONTAINER]
             device

positional arguments:
  device                target name: network-interface/config-file (e.g. eth0)

options:
  -h, --help            show this help message and exit
  -V, --version         show program's version number and exit
  --tc-command          display tc commands to be executed and exit. these commands are not actually executed.
  --tc-script           generate a shell script file that describes tc commands. this tc script execution results are nearly equivalent to the tcconfig command. the script can be executed without tcconfig package installation.
  --debug               for debug print.
  --quiet               suppress execution log messages.
  --import-setting      import traffic control settings from a configuration file.
  --overwrite           overwrite existing traffic shaping rules.
  --change              change existing traffic shaping rules to the new ones. this option is effective in reducing the time between the shaping rule switching compared to --overwrite option. note: just add a shaping rule if there are no existing shaping rules.
  --add                 add a traffic shaping rule in addition to existing rules.

Debug:
  --debug-query         for debug print.
  --stacktrace          print stack trace for debugging information. --debug option is required to see the debug print.

Traffic Control Parameters:
  --rate BANDWIDTH_RATE, --bandwidth-rate BANDWIDTH_RATE
                        network bandwidth rate [bit per second]. the minimum bandwidth rate is 8 bps. valid units are either: [kK]bps, [kK]bits?(/|\s?per\s?)(s|sec|second), [kK]ibps, [kK]ibits?(/|\s?per\s?)(s|sec|second), [mM]bps, [mM]bits?(/|\s?per\s?)(s|sec|second), [mM]ibps, [mM]ibits?(/|\s?per\s?)(s|sec|second), [gG]bps, [gG]bits?(/|\s?per\s?)(s|sec|second),
                        [gG]ibps, [gG]ibits?(/|\s?per\s?)(s|sec|second), [tT]bps, [tT]bits?(/|\s?per\s?)(s|sec|second), [tT]ibps, [tT]ibits?(/|\s?per\s?)(s|sec|second), bps, bits?(/|\s?per\s?)(s|sec|second). e.g. tcset eth0 --rate 10Mbps
  --delay LATENCY_TIME  round trip network delay. the valid range is from 0ms to 60min. valid time units are: d/day/days, h/hour/hours, m/min/mins/minute/minutes, s/sec/secs/second/seconds, ms/msec/msecs/millisecond/milliseconds, us/usec/usecs/microsecond/microseconds. if no unit string is found, consider milliseconds as the time unit. (default=0ms)
  --delay-distro LATENCY_DISTRO_TIME
                        distribution of network latency becomes X +- Y (normal distribution). Here X is the value of --delay option and Y is the value of --delay-dist option). network latency distribution is uniform, without this option. valid time units are: d/day/days, h/hour/hours, m/min/mins/minute/minutes, s/sec/secs/second/seconds,
                        ms/msec/msecs/millisecond/milliseconds, us/usec/usecs/microsecond/microseconds. if no unit string is found, consider milliseconds as the time unit.
  --delay-distribution {normal,pareto,paretonormal}
                        choose the delay distribution. (default=normal)", [limitation] this parameter can not be shown by tcshow, and export/import as config.
  --loss PACKET_LOSS_RATE
                        round trip packet loss rate [%]. the valid range is from 0 to 100. (default=0)
  --duplicate PACKET_DUPLICATE_RATE
                        round trip packet duplicate rate [%]. the valid range is from 0 to 100. (default=0)
  --corrupt CORRUPTION_RATE
                        packet corruption rate [%]. the valid range is from 0 to 100. packet corruption means a single-bit error at a random offset in the packet. (default=0)
  --reordering REORDERING_RATE
                        packet reordering rate [%]. the valid range is from 0 to 100. (default=0)
  --shaping-algo {htb,tbf}
                        shaping algorithm. defaults to htb (recommended).
  --iptables            use iptables for traffic control.

Routing:
  --direction {outgoing,incoming}
                        the direction of network communication that imposes traffic control. 'incoming' requires ifb kernel module and Linux kernel 2.6.20 or later. (default = outgoing)
  --network DST_NETWORK, --dst-network DST_NETWORK
                        specify destination IP-address/network that applies traffic control. defaults to any.
  --src-network SRC_NETWORK
                        specify a source IP-address/network that applies traffic control. defaults to any. this option has no effect when executing with "--direction incoming" option. note: this option is required to execute with the --iptables option when using tbf algorithm.
  --port DST_PORT, --dst-port DST_PORT
                        specify destination port number that applies traffic control. defaults to any.
  --src-port SRC_PORT   specify source port number that applies traffic control. defaults to any.
  --ipv6                apply traffic control to IPv6 packets rather than IPv4.
  --exclude-dst-network EXCLUDE_DST_NETWORK
                        exclude a specific destination IP-address/network from a shaping rule.
  --exclude-src-network EXCLUDE_SRC_NETWORK
                        exclude a specific source IP-address/network from a shaping rule.
  --exclude-dst-port EXCLUDE_DST_PORT
                        exclude a specific destination port from a shaping rule.
  --exclude-src-port EXCLUDE_SRC_PORT
                        exclude a specific source port from a shaping rule.

Docker:
  --docker              apply traffic control to a docker container. to use this option, you will need to specify a container id as 'device' as follows: tcset --container <container id>
  --src-container SRC_CONTAINER
                        specify source container id or name.
  --dst-container DST_CONTAINER
                        specify destination container id or name.

Documentation: https://tcconfig.rtfd.io/
Issue tracker: https://github.com/thombashi/tcconfig/issues







4.1.2. Basic usage

Examples of outgoing packet traffic control settings are as follows.


4.1.2.1. e.g. Set a limit on bandwidth up to 100Kbps

# tcset eth0 --rate 100Kbps







4.1.2.2. e.g. Set network latency

You can use time units (such as us/sec/min/etc.) to designate delay time.


4.1.2.2.1. Set 100 milliseconds of network latency

# tcset eth0 --delay 100ms







4.1.2.2.2. Set 10 seconds of network latency

# tcset eth0 --delay 10sec







4.1.2.2.3. Set 0.5 minutes (30 seconds) network latency

# tcset eth0 --delay 0.5min





You can also use the following time units:



	Unit

	Available specifiers (str)





	hours

	h/hour/hours



	minutes

	m/min/mins/minute/minutes



	seconds

	s/sec/secs/second/seconds



	milliseconds

	ms/msec/msecs/millisecond/milliseconds



	microseconds

	us/usec/usecs/microsecond/microseconds









4.1.2.3. e.g. Set 0.1% packet loss

# tcset eth0 --loss 0.1%







4.1.2.4. e.g. All of the above settings at once

# tcset eth0 --rate 100Kbps --delay 100ms --loss 0.1%







4.1.2.5. e.g. Specify the IP address of the traffic control

# tcset eth0 --delay 100ms --network 192.168.0.10







4.1.2.6. e.g. Specify the IP network and port of traffic control

# tcset eth0 --delay 100ms --network 192.168.0.0/24 --port 80








4.1.3. Advanced usage


4.1.3.1. Traffic control of incoming packets

You can set traffic shaping rules to incoming packets by executing tcset command with --direction incoming option.
Other options are the same as in the case of the basic usage.


4.1.3.1.1. e.g. Set traffic control for both incoming and outgoing network

# tcset eth0 --direction outgoing --rate 200Kbps --network 192.168.0.0/24
# tcset eth0 --direction incoming --rate 1Mbps --network 192.168.0.0/24







4.1.3.1.2. Requirements

To set incoming packet traffic control requires an additional kernel module named ifb,
which need the following conditions:


	Equal or later than Linux kernel version 2.6.20


	Equal or later than iproute2 package version 20070313







4.1.3.2. Set latency distribution

Network latency setting by --delay option is a uniform distribution.
If you are using --delay-distro option, latency is decided by a normal distribution.


4.1.3.2.1. e.g. Set 100ms +- 20ms network latency with normal distribution

# tcset eth0 --delay 100ms --delay-distro 20








4.1.3.3. Set multiple traffic shaping rules to an interface

You can set multiple shaping rules to a network interface with --add option.

tcset eth0 --rate 500Mbps --network 192.168.2.1/32
tcset eth0 --rate 100Mbps --network 192.168.2.2/32 --add







4.1.3.4. Using IPv6

IPv6 addresses can be used at tcset/tcshow commands with --ipv6 option.

# tcset eth0 --delay 100ms --network 2001:db00::0/24 --ipv6
# tcshow eth0 --ipv6
{
    "eth0": {
        "outgoing": {
            "dst-network=2001:db00::/24, protocol=ipv6": {
                "filter_id": "800::800",
                "delay": "100.0ms",
                "rate": "1Gbps"
            }
        },
        "incoming": {}
    }
}







4.1.3.5. Get tc commands

You can get tc commands to be executed by tcconfig commands by
executing with --tc-command option
(Execution of tcconfig commands with --tc-command option does not affect the traffic rules to the server).


	Example:

	$ tcset eth0 --delay 10ms --tc-command
/sbin/tc qdisc add dev eth0 root handle 1a1a: htb default 1
/sbin/tc class add dev eth0 parent 1a1a: classid 1a1a:1 htb rate 1000000kbit
/sbin/tc class add dev eth0 parent 1a1a: classid 1a1a:254 htb rate 1000000Kbit ceil 1000000Kbit
/sbin/tc qdisc add dev eth0 parent 1a1a:254 handle 2873: netem delay 10ms
/sbin/tc filter add dev eth0 protocol ip parent 1a1a: prio 2 u32 match ip dst 0.0.0.0/0 match ip src 0.0.0.0/0 flowid 1a1a:254











4.1.3.6. Generate a tc script file

--tc-script option generates an executable script which includes
tc commands to be executed by tcconfig commands.
The created script can execute at other servers where tcconfig is not installed
(However, you need the tc command to run the script).


	Example:

	$ tcset eth0 --delay 10ms --tc-script
[INFO] tcconfig: written a tc script to 'tcset_eth0_delay10ms.sh'

(copy the script to a remote server)
$ sudo ./tcset_eth0_delay10ms.sh











4.1.3.7. Set a shaping rule for multiple destinations


4.1.3.7.1. Example Environment

Multiple hosts (A, B, C, D) are on the same network.

A (192.168.0.100) --+--B (192.168.0.2)
                    |
                    +--C (192.168.0.3)
                    |
                    +--D (192.168.0.4)







4.1.3.7.2. Set a shaping rule to multiple hosts

--dst-network/--src-network option can specify not only a host but also network.
The following command executed at host A will set a shaping rule that incurs 100 msec network latency to packets
from A (192.168.0.100) to a specific network (192.168.0.0/28 which include B/C/D).


	Example:

	# tcset eth0 --dst-network 192.168.0.0/28 --exclude-dst-network 192.168.0.3 --delay 100ms









You can exclude hosts from shaping rules by --exclude-dst-network/--exclude-src-network option.
The following command executed at host A will set a shaping rule that incurs 100 msec network latency to packets
from host A (192.168.0.100) to host B (192.168.0.2)/D (192.168.0.4).


	Example:

	# tcset eth0 --dst-network 192.168.0.0/28 --exclude-dst-network 192.168.0.3 --delay 100ms












4.1.3.8. Shaping rules between multiple hosts


4.1.3.8.1. Example Environment

Existed multiple networks (192.168.0.0/24, 192.168.1.0/24).
Host A (192.168.0.100) and host C (192.168.1.10) belong to a different network.
Host B (192.168.0.2/192.168.1.2) belong to both networks.

A (192.168.0.100) -- (192.168.0.2) B (192.168.1.2) -- C (192.168.1.10)







4.1.3.8.2. Set a shaping rule to multiple hosts

The following command executed at host B will set a shaping rule that incurs 100 msec network latency to packets
only from host A (192.168.0.100) to host C (192.168.1.10).


	Example:

	# tcset eth0 --dst-network 192.168.0.2 --dst-network 192.168.1.2 --delay 100ms













4.1.4. Docker container


4.1.4.1. Set traffic control to a docker container

Execute tcconfig with --docker option on a Docker host:

# tcset <container name or ID> --docker ...





You could use --src-container/--dst-container options to specify the source/destination container.



4.1.4.2. Set traffic control within a docker container

You need to run a container with --cap-add NET_ADMIN option
if you would like to set a tc rule within a container:

docker run -d --cap-add NET_ADMIN -t <docker image>





A container image that builtin tcconfig can be available at https://hub.docker.com/r/thombashi/tcconfig/






            

          

      

      

    

  

    
      
          
            
  
4.2. Delete traffic control (tcdel command)

tcdel is a command to delete traffic shaping rules from a network interface (device).



Note

tcdel delete mangle tables in iptables.
(any other tables are not affected).







4.2.1. tcdel command help

usage: tcdel [-h] [-V] [--tc-command | --tc-script] [--debug | --quiet] [--debug-query] [--stacktrace] [-a] [--id FILTER_ID] [--direction {outgoing,incoming}] [--network DST_NETWORK] [--src-network SRC_NETWORK] [--port DST_PORT] [--src-port SRC_PORT] [--ipv6] [--docker] [--src-container SRC_CONTAINER] [--dst-container DST_CONTAINER] device

options:
  -h, --help            show this help message and exit
  -V, --version         show program's version number and exit
  --tc-command          display tc commands to be executed and exit. these commands are not actually executed.
  --tc-script           generate a shell script file that describes tc commands. this tc script execution results are nearly equivalent to the tcconfig command. the script can be executed without tcconfig package installation.
  --debug               for debug print.
  --quiet               suppress execution log messages.

Debug:
  --debug-query         for debug print.
  --stacktrace          print stack trace for debugging information. --debug option is required to see the debug print.

Traffic Control:
  device                network device name (e.g. eth0)
  -a, --all             delete all of the shaping rules.
  --id FILTER_ID        delete a shaping rule that has a specific id. you can get an id (filter_id) by tcshow command output. e.g. "filter_id": "800::801"

Routing:
  --direction {outgoing,incoming}
                        the direction of network communication that imposes traffic control. 'incoming' requires ifb kernel module and Linux kernel 2.6.20 or later. (default = outgoing)
  --network DST_NETWORK, --dst-network DST_NETWORK
                        specify destination IP-address/network that applies traffic control. defaults to any.
  --src-network SRC_NETWORK
                        specify a source IP-address/network that applies traffic control. defaults to any. this option has no effect when executing with "--direction incoming" option. note: this option is required to execute with the --iptables option when using tbf algorithm.
  --port DST_PORT, --dst-port DST_PORT
                        specify destination port number that applies traffic control. defaults to any.
  --src-port SRC_PORT   specify source port number that applies traffic control. defaults to any.
  --ipv6                apply traffic control to IPv6 packets rather than IPv4.

Docker:
  --docker              apply traffic control to a docker container. to use this option, you will need to specify a container id as 'device' as follows: tcset --container <container id>
  --src-container SRC_CONTAINER
                        specify source container id or name.
  --dst-container DST_CONTAINER
                        specify destination container id or name.

Documentation: https://tcconfig.rtfd.io/
Issue tracker: https://github.com/thombashi/tcconfig/issues






4.2.1.1. e.g. Delete traffic control of eth0

You can delete all of the shaping rules for the eth0 with -a/--all option:

# tcdel eth0 --all








4.2.2. Advanced usage

You can delete a specific shaping rule by either network specifier or filter_id.

# tcset eth0 --delay 10ms --rate 10Kbps --network 192.168.1.2 --overwrite
# tcset eth0 --delay 100ms --rate 50Kbps --network 192.168.1.3 --add
# tcset eth0 --delay 200ms --rate 100Kbps --network 192.168.0.0/24 --add
# tcshow eth0
{
    "eth0": {
        "outgoing": {
            "dst-network=192.168.1.2/32, protocol=ip": {
                "filter_id": "800::800",
                "delay": "10.0ms",
                "rate": "10Kbps"
            },
            "dst-network=192.168.1.3/32, protocol=ip": {
                "filter_id": "800::801",
                "delay": "100.0ms",
                "rate": "50Kbps"
            },
            "dst-network=192.168.0.0/24, protocol=ip": {
                "filter_id": "800::802",
                "delay": "200.0ms",
                "rate": "100Kbps"
            }
        },
        "incoming": {}
    }
}





e.g. Delete a shaping rule with network specifier:

# tcdel eth0 --dst-network 192.168.1.2
# tcshow eth0
{
    "eth0": {
        "outgoing": {
            "dst-network=192.168.1.3/32, protocol=ip": {
                "filter_id": "800::801",
                "delay": "100.0ms",
                "rate": "50Kbps"
            },
            "dst-network=192.168.0.0/24, protocol=ip": {
                "filter_id": "800::802",
                "delay": "200.0ms",
                "rate": "100Kbps"
            }
        },
        "incoming": {}
    }
}





e.g. Delete a shaping rule with filter id:

# tcdel eth0 --id 800::801
# tcshow eth0
{
    "eth0": {
        "outgoing": {
            "dst-network=192.168.0.0/24, protocol=ip": {
                "filter_id": "800::802",
                "delay": "200.0ms",
                "rate": "100Kbps"
            }
        },
        "incoming": {}
    }
}









            

          

      

      

    

  

    
      
          
            
  
4.3. Display traffic control configurations (tcshow command)

tcshow is a command to display the current traffic control settings for network interface(s).


4.3.1. tcshow command help

usage: tcshow [-h] [-V] [--tc-command | --tc-script] [--debug | --quiet] [--debug-query] [--stacktrace] [--ipv6] [--docker] [--color] [--export EXPORT_PATH] [--exclude-filter-id] [--dump-db DUMP_DB_PATH] device [device ...]

options:
  -h, --help            show this help message and exit
  -V, --version         show program's version number and exit
  --tc-command          display tc commands to be executed and exit. these commands are not actually executed.
  --tc-script           generate a shell script file that describes tc commands. this tc script execution results are nearly equivalent to the tcconfig command. the script can be executed without tcconfig package installation.
  --debug               for debug print.
  --quiet               suppress execution log messages.
  --color               colorize the output. require Pygments package.
  --export EXPORT_PATH  [experimental]
  --exclude-filter-id   [experimental] not display filter_id.
  --dump-db DUMP_DB_PATH
                        [experimental] dump parsed results to a SQLite database file

Debug:
  --debug-query         for debug print.
  --stacktrace          print stack trace for debugging information. --debug option is required to see the debug print.

Traffic Control:
  device                network device name (e.g. eth0)
  --ipv6                Display IPv6 shaping rules. Defaults to show IPv4 shaping rules.

Docker:
  --docker              apply traffic control to a docker container. to use this option, you will need to specify a container id as 'device' as follows: tcset --container <container id>

Documentation: https://tcconfig.rtfd.io/
Issue tracker: https://github.com/thombashi/tcconfig/issues






4.3.1.1. Example

# tcset eth0 --delay 10ms --delay-distro 2  --loss 0.01% --rate 0.25Mbps --network 192.168.0.10 --port 8080
# tcset eth0 --delay 1ms --loss 0.02% --rate 500Kbps --direction incoming
# tcshow eth0
{
    "eth0": {
        "outgoing": {
            "dst-network=192.168.0.10/32, dst-port=8080, protocol=ip": {
                "filter_id": "800::800",
                "delay": "10.0ms",
                "delay-distro": "2.0ms",
                "loss": "0.01%",
                "rate": "250Kbps"
            }
        },
        "incoming": {
            "protocol=ip": {
                "filter_id": "800::800",
                "delay": "1.0ms",
                "loss": "0.02%",
                "rate": "500Kbps"
            }
        }
    }
}






Note

Scope of tcshow command is limited to parameters that can be set with tcset
(i.e. tcshow is not a general purpose tool to display all of the parameters of the tc command).




Note

tcshow may output improper values when using tbf.








            

          

      

      

    

  

    
      
          
            
  
4.4. Backup and restore traffic control configurations

tcshow command output can be used as a backup,
and tcset command can restore configurations from a backup.


4.4.1. e.g. Backup configurations

# tcset eth0 --delay 10ms --delay-distro 2  --loss 0.01% --rate 0.25Mbps --network 192.168.0.10 --port 8080
# tcset eth0 --delay 1ms --loss 0.02% --rate 500Kbps --direction incoming
# tcset eth1 --delay 2.5ms --delay-distro 1.2 --loss 0.01% --rate 0.25Mbps --port 80
# tcset eth1 --corrupt 0.02% --rate 1.5Mbps --direction incoming --network 192.168.10.0/24





Redirect configurations to the tcconfig.json file.

# tcshow eth0 eth1 > tcconfig.json







4.4.2. e.g. Restore configurations

Before restore

# tcshow eth0 eth1
{
    "eth1": {
        "outgoing": {},
        "incoming": {}
    },
    "eth0": {
        "outgoing": {},
        "incoming": {}
    }
}





Restore from a configuration file (tcconfig.json).

# tcset tcconfig.json --import-setting





After restore

# tcshow eth0 eth1
{
    "eth1": {
        "outgoing": {
            "dst-port=80, protocol=ip": {
                "filter_id": "800::800",
                "delay": "2.5ms",
                "delay-distro": "1.2ms",
                "loss": "0.01%",
                "rate": "250Kbps"
            }
        },
        "incoming": {
            "dst-network=192.168.10.0/24, protocol=ip": {
                "filter_id": "800::800",
                "corrupt": "0.02%",
                "rate": "1500Kbps"
            }
        }
    },
    "eth0": {
        "outgoing": {
            "dst-network=192.168.0.10/32, dst-port=8080, protocol=ip": {
                "filter_id": "800::800",
                "delay": "10.0ms",
                "delay-distro": "2.0ms",
                "loss": "0.01%",
                "rate": "250Kbps"
            }
        },
        "incoming": {
            "protocol=ip": {
                "filter_id": "800::800",
                "delay": "1.0ms",
                "loss": "0.02%",
                "rate": "500Kbps"
            }
        }
    }
}









            

          

      

      

    

  

    
      
          
            
  
4.5. Execute with not a super-user

You can execute tcconfig commands with no super-user by using Linux capabilities.
Setup Linux capabilities as follows:

# the following execution binary paths may be different for each environment:
TC_BIN_PATH=/sbin/tc
IP_BIN_PATH=/bin/ip
IPTABLES_BIN_PATH=/sbin/xtables-multi

sudo setcap cap_net_admin+ep $TC_BIN_PATH  # mandatory
sudo setcap cap_net_raw,cap_net_admin+ep $IP_BIN_PATH  # optional: required to use --direction incoming option
sudo setcap cap_net_raw,cap_net_admin+ep $IPTABLES_BIN_PATH  # optional: required to use --iptables option






See also

capabilities(7) - Linux manual page [http://man7.org/linux/man-pages/man7/capabilities.7.html]






            

          

      

      

    

  

    
      
          
            
  
5. Troubleshooting


5.1. RTNETLINK answers: No such file or directory


5.1.1. Phenomenon

tcset command failed with an error message:



	RTNETLINK answers: No such file or directory


	Error: Specified qdisc not found








	Example:

	$ sudo tcset eth0 --rate 1Mbps
[ERROR] tcconfig: command execution failed
  command=/usr/sbin/tc qdisc add dev eth0 parent 1a1a:2 handle 2873: netem delay 10ms
  stderr=Error: Specified qdisc not found.











5.1.2. Solution

Execute the following command to load sch_netem module.
The cause of the error is sch_netem kernel module is not loaded in your system which is required to set up traffic control.

$ sudo modprobe sch_netem





If the command fails with the below message, you need to install an additional kernel module.


	Example - Fedora:

	$ sudo modprobe sch_netem
modprobe: FATAL: Module sch_netem not found in directory /lib/modules/4.20.11-200.fc29.x86_64









In that case, install kernel-modules-extra package.
This package includes the sch_netem module.


	Example - Fedora:

	$ sudo dnf install -y kernel-modules-extra









Load sch_netem module after the package installation.

$ sudo modprobe sch_netem
$








5.2. RTNETLINK answers: Operation not supported


5.2.1. Phenomenon

tcset command with --direction incoming failed with an error message
RTNETLINK answers: Operation not supported.



5.2.2. Solutions

Checking Linux kernel configurations and reconfiguring them if required configurations are disabled.

The cause may be some mandatory kernel configurations are disabled.
The following configurations are needed to be enabled to use --direction incoming option.


	CONFIG_IP_ADVANCED_ROUTER


	CONFIG_IP_MULTIPLE_TABLES


	CONFIG_NETFILTER_NETLINK


	CONFIG_NETFILTER_NETLINK_QUEUE


	CONFIG_NETFILTER_NETLINK_LOG


	CONFIG_NF_CT_NETLINK


	CONFIG_NETFILTER_XT_TARGET_MARK


	CONFIG_NET_SCHED


	CONFIG_NET_SCH_INGRESS


	CONFIG_SCSI_NETLINK




e.g. Kernel configurations that enabled the above configurations (Debian)

$ cat /boot/config-3.16.0-4-amd64 | egrep "NETFILTER_NETLINK=|NETFILTER_NETLINK_QUEUE=|NETFILTER_NETLINK_LOG=|NF_CT_NETLINK=|SCSI_NETLINK=|IP_ADVANCED_ROUTER=|NET_SCH_INGRESS=|NET_SCHED=|IP_MULTIPLE_TABLES=|NETFILTER_XT_TARGET_MARK="
CONFIG_IP_ADVANCED_ROUTER=y
CONFIG_IP_MULTIPLE_TABLES=y
CONFIG_NETFILTER_NETLINK=m
CONFIG_NETFILTER_NETLINK_QUEUE=m
CONFIG_NETFILTER_NETLINK_LOG=m
CONFIG_NF_CT_NETLINK=m
CONFIG_NETFILTER_XT_TARGET_MARK=m
CONFIG_NET_SCHED=y
CONFIG_NET_SCH_INGRESS=m
CONFIG_SCSI_NETLINK=y





These configurations need to be either y or m.
If some of the configurations are disabled, you need to:


	enable the kernel configurations


	build kernel


	using the compiled kernel image as the boot kernel





Note

The name of the kernel configuration file (/boot/config-3.16.0-4-amd64) differs depending on the environment.








            

          

      

      

    

  

    
      
          
            
  
6. Changelog

Reference [https://github.com/thombashi/tcconfig/blob/master/CHANGELOG.md]

<a name="v0.28.1"></a>
# [v0.28.1](https://github.com/thombashi/tcconfig/releases/tag/v0.28.1) - 02 May 2024

### Bug Fixes
* Fix sqlite error field not found [#178](https://github.com/thombashi/tcconfig/issues/178) (Thanks to [@rglonek](https://github.com/rglonek))
* Fix to prevent generating garbage .deb files: [#179](https://github.com/thombashi/tcconfig/issues/179) (Thanks to [@Lastique](https://github.com/Lastique))

### Other Changes
* Update dependencies in requirements files
  * Bump minimum version of `DataProperty` to `1.0.1`
  * Bump minimum version of `humanreadable` to `0.3`
  * Bump minimum version of `SimpleSQLite` to `1.3.2` (avoid [#177](https://github.com/thombashi/tcconfig/issues/177))
* Update help messages
* Add `docs` extras
* Add CHANGELOG
* Add support for Python 3.11/3.12
* Drop support for Python 3.6
* Modify to use `pypa/build` for package build
* Modify to use `setuptools_scm` for package build
* Improve capability detection
* Update build and release workflow to publish to PyPI
* Add Sigstore signatures to release assets

---
**Full Changelog**: https://github.com/thombashi/tcconfig/compare/v0.28.0...v0.28.1

[Changes][v0.28.1]


<a name="v0.28.0"></a>
# [v0.28.0](https://github.com/thombashi/tcconfig/releases/tag/v0.28.0) - 26 Sep 2022

- Fix errors when `tcconfig` commands called with `--quiet` option: [#166](https://github.com/thombashi/tcconfig/issues/166) (Thanks to [@leond08](https://github.com/leond08))
- Add support for `subprocrunner` v2
- Add support for `docker-py` v6
- Change installation path of deb packages from `/usr/bin` to `/usr/local/bin`
- Reduce execution binary size
- Update os of build environments
    - Drop support for Ubuntu 18.04
    - Add support for Ubuntu 22.04
- Avoid using a deprecated module: `pr2modules`

**Full Changelog**: https://github.com/thombashi/tcconfig/compare/v0.27.1...v0.28.0

[Changes][v0.28.0]


<a name="v0.27.1"></a>
# [v0.27.1](https://github.com/thombashi/tcconfig/releases/tag/v0.27.1) - 12 Dec 2021

- Fix `tcconfig` commands failed when installing via binary packages

**Full Changelog**: https://github.com/thombashi/tcconfig/compare/v0.27.0...v0.27.1

[Changes][v0.27.1]


<a name="v0.27.0"></a>
# [v0.27.0](https://github.com/thombashi/tcconfig/releases/tag/v0.27.0) - 12 Dec 2021

- Fix `tcshow` parse error: [#160](https://github.com/thombashi/tcconfig/issues/160) (Thanks to [@personalcomputer](https://github.com/personalcomputer))
- Drop support for Python 3.5
- Add support for Python 3.9/3.10
- Add deb package for each Ubuntu version
- Bump minimum `pyinstaller` version
- Update `tcset` help message
- Remove `setup_requires`
- Replace `path.py` with `path`
- Allow `pyparsing` v3
- Allow `docker-py` v5
- Update requirements

## What's Changed
* Update bug_report.md template to work with new envinfopy syntax by [@personalcomputer](https://github.com/personalcomputer) in https://github.com/thombashi/tcconfig/pull/161

## New Contributors
* [@personalcomputer](https://github.com/personalcomputer) made their first contribution in https://github.com/thombashi/tcconfig/pull/161

**Full Changelog**: https://github.com/thombashi/tcconfig/compare/v0.26.0...v0.27.0

[Changes][v0.27.0]


<a name="v0.26.0"></a>
# [v0.26.0](https://github.com/thombashi/tcconfig/releases/tag/v0.26.0) - 25 Jul 2020

- Add `--tc-command` support with tcset `--import-setting`: [#143](https://github.com/thombashi/tcconfig/issues/143) (Thanks to [@Mnkras](https://github.com/Mnkras))
- Add `--delay-distribution` option to `tcset` command: [#137](https://github.com/thombashi/tcconfig/issues/137) (Thanks to [@severindellsperger](https://github.com/severindellsperger))
- Support importing src-networks: [#144](https://github.com/thombashi/tcconfig/issues/144) (Thanks to [@Mnkras](https://github.com/Mnkras))
- Fix `tcshow` failure when executing `tcshow` at a host that has `tbf` qdiscs
- Don't return a failure if we try to delete a qdisc handle that doesn't exist: [#147](https://github.com/thombashi/tcconfig/issues/147) (Thanks to [@Mnkras](https://github.com/Mnkras))
- Fix `tcconfig` commands to avoid error return code when an ignorable error occurred
- Modify to suppress excessive warning messages of `tcdel` command


[Changes][v0.26.0]


<a name="v0.25.3"></a>
# [v0.25.3](https://github.com/thombashi/tcconfig/releases/tag/v0.25.3) - 19 Jul 2020

- Fix `tcdel` returns non-zero on exit when execute with `--tc-command`/`--tc-script`: [#142](https://github.com/thombashi/tcconfig/issues/142) (Thanks to [@Mnkras](https://github.com/Mnkras))
- Remove execution authority check for `ip` command from `tcdel` when it does not execute `ip` command
- Add wheel package to setup_requires to avoid installation error: [#134](https://github.com/thombashi/tcconfig/issues/134)
- Replace simplejson to ujson and make it to an optional package


[Changes][v0.25.3]


<a name="v0.25.2"></a>
# [v0.25.2](https://github.com/thombashi/tcconfig/releases/tag/v0.25.2) - 01 Mar 2020

- Fix failure when adding filters for both ipv4 and ipv6: [#133](https://github.com/thombashi/tcconfig/issues/133) (Thanks to [@PhilPhonic](https://github.com/PhilPhonic))

[Changes][v0.25.2]


<a name="v0.25.1"></a>
# [v0.25.1](https://github.com/thombashi/tcconfig/releases/tag/v0.25.1) - 16 Feb 2020



[Changes][v0.25.1]


<a name="v0.25.0"></a>
# [v0.25.0](https://github.com/thombashi/tcconfig/releases/tag/v0.25.0) - 16 Feb 2020

- Drop Python 2 support
- Fix logger setup: [#132](https://github.com/thombashi/tcconfig/issues/132)  (Thanks to [@ptone](https://github.com/ptone))
- Add `--dump-db` option to `tcshow` command
- Modify logging formats
- Bug fixes

[Changes][v0.25.0]


<a name="v0.24.1"></a>
# [v0.24.1](https://github.com/thombashi/tcconfig/releases/tag/v0.24.1) - 02 Feb 2020

- Fix `tcconfig` commands failed with `--tc-command`/`--tc-script` option when `iproute2` package not installed: [#130](https://github.com/thombashi/tcconfig/issues/130) (Thanks to [@dkropachev](https://github.com/dkropachev))
- Remove `build`/`buildwhl`/`docs`/`release` `extras_require`
- Replace a dependency from `netifaces` to `pyroute2`


[Changes][v0.24.1]


<a name="v0.24.0"></a>
# [v0.24.0](https://github.com/thombashi/tcconfig/releases/tag/v0.24.0) - 19 Jan 2020

- Add `--exclude-filter-id` option to `tcshow`
- Fix port value conversion to string: [#117](https://github.com/thombashi/tcconfig/issues/117) (Thanks to [@stephenyin](https://github.com/stephenyin))
- Fix error when import tc configs that targeted to Docker containers: [#127](https://github.com/thombashi/tcconfig/issues/127) (Thanks to [@Lawouach](https://github.com/Lawouach))
- Modify `tcshow`  for docker container

[Changes][v0.24.0]


<a name="v0.23.0"></a>
# [v0.23.0](https://github.com/thombashi/tcconfig/releases/tag/v0.23.0) - 12 May 2019

- Add support for Python 3.8
- Drop support for Python 3.4
- Loosen some of the external dependencies version restriction
- Bug fixes

[Changes][v0.23.0]


<a name="v0.22.3"></a>
# [v0.22.3](https://github.com/thombashi/tcconfig/releases/tag/v0.22.3) - 20 Apr 2019



[Changes][v0.22.3]


<a name="v0.22.2"></a>
# [v0.22.2](https://github.com/thombashi/tcconfig/releases/tag/v0.22.2) - 13 Apr 2019

- Fix shaping rule deletion error: [#112](https://github.com/thombashi/tcconfig/issues/112) (Thanks to [@briantsaunders](https://github.com/briantsaunders))
- Fix `tcshow` output


[Changes][v0.22.2]


<a name="v0.22.1"></a>
# [v0.22.1](https://github.com/thombashi/tcconfig/releases/tag/v0.22.1) - 18 Mar 2019

- Fix configuration importing failed at Python 2 environments: [#110](https://github.com/thombashi/tcconfig/issues/110) (Thanks to [@XN137](https://github.com/XN137))
- Fix `--overwrite` option not properly worked when configuration imports
- Improve checks for bandwidth rate upper limit
- Bug fixes


[Changes][v0.22.1]


<a name="v0.22.0"></a>
# [v0.22.0](https://github.com/thombashi/tcconfig/releases/tag/v0.22.0) - 17 Mar 2019

- Improve human-readable value support for `tcset` options
- Add support for `direct_qlen` to `tcshow`


[Changes][v0.22.0]


<a name="v0.21.9"></a>
# [v0.21.9](https://github.com/thombashi/tcconfig/releases/tag/v0.21.9) - 26 Feb 2019

- Avoid an error when there are no `qdiscs` to delete by `tcdel` on fedora environments: [#108](https://github.com/thombashi/tcconfig/issues/108) (Thanks to [@rukmarr](https://github.com/rukmarr))
- Fix `iptables` bin path extraction for fedora environments

[Changes][v0.21.9]


<a name="v0.21.8"></a>
# [v0.21.8](https://github.com/thombashi/tcconfig/releases/tag/v0.21.8) - 10 Feb 2019

- Improve the minimum bandwidth rate validation: [#106](https://github.com/thombashi/tcconfig/issues/106) (Thanks to [@sanhar](https://github.com/sanhar))
- Improve log messages
- Improve deb packaging


[Changes][v0.21.8]


<a name="v0.21.7"></a>
# [v0.21.7](https://github.com/thombashi/tcconfig/releases/tag/v0.21.7) - 03 Feb 2019

- Bug fix: avoid `tcconfing` commands execution fails that environment where Docker not installed
- Bug fix: avoid `tcconfing` commands execution fails when failed to create `veth` mapping
- Pin `pip` version to lower than 19 to avoid packaging failure:  pypa/pip#6163


[Changes][v0.21.7]


<a name="v0.21.6"></a>
# [v0.21.6](https://github.com/thombashi/tcconfig/releases/tag/v0.21.6) - 22 Jan 2019

- Avoid an error caused by version mismatch of docker client and server: [#103](https://github.com/thombashi/tcconfig/issues/103) (Thanks to [@tazhate](https://github.com/tazhate) / [@Wolfeg](https://github.com/Wolfeg))
- Add `--debug-query` option


[Changes][v0.21.6]


<a name="v0.21.5"></a>
# [v0.21.5](https://github.com/thombashi/tcconfig/releases/tag/v0.21.5) - 20 Jan 2019



[Changes][v0.21.5]


<a name="v0.21.4"></a>
# [v0.21.4](https://github.com/thombashi/tcconfig/releases/tag/v0.21.4) - 13 Jan 2019



[Changes][v0.21.4]


<a name="v0.21.3"></a>
# [v0.21.3](https://github.com/thombashi/tcconfig/releases/tag/v0.21.3) - 03 Jan 2019



[Changes][v0.21.3]


<a name="v0.21.2"></a>
# [v0.21.2](https://github.com/thombashi/tcconfig/releases/tag/v0.21.2) - 30 Dec 2018

- Change to accept `%` unit for netem parameters
- Fix `tcset` command that `--change` option not properly reflected the output when using `--tc-command`/`--tc-script` options

[Changes][v0.21.2]


<a name="v0.21.1"></a>
# [v0.21.1](https://github.com/thombashi/tcconfig/releases/tag/v0.21.1) - 24 Dec 2018



[Changes][v0.21.1]


<a name="v0.21.0"></a>
# [v0.21.0](https://github.com/thombashi/tcconfig/releases/tag/v0.21.0) - 14 Oct 2018

- Add `--dst-container`/`--dst-container` options to `tcset`/`tcdel`
- Loosen external package dependencies
- Bug fixes

[Changes][v0.21.0]


<a name="v0.20.3"></a>
# [v0.20.3](https://github.com/thombashi/tcconfig/releases/tag/v0.20.3) - 30 Sep 2018

- Fix package meta data

[Changes][v0.20.3]


<a name="v0.20.2"></a>
# [v0.20.2](https://github.com/thombashi/tcconfig/releases/tag/v0.20.2) - 09 Sep 2018



[Changes][v0.20.2]


<a name="v0.20.1"></a>
# [v0.20.1](https://github.com/thombashi/tcconfig/releases/tag/v0.20.1) - 19 Aug 2018

- Fix error handling for reordering parameter: [#101](https://github.com/thombashi/tcconfig/issues/101) (Thanks to [@ColinMcMicken](https://github.com/ColinMcMicken))

[Changes][v0.20.1]


<a name="v0.20.0"></a>
# [v0.20.0](https://github.com/thombashi/tcconfig/releases/tag/v0.20.0) - 05 Aug 2018

- Add support for Docker
- Reduce hash conflict when generating tc scripts: [#100](https://github.com/thombashi/tcconfig/issues/100) (Thanks to [@user-name-is-taken](https://github.com/user-name-is-taken))
- Bug fixes

[Changes][v0.20.0]


<a name="v0.19.1"></a>
# [v0.19.1](https://github.com/thombashi/tcconfig/releases/tag/v0.19.1) - 27 Jul 2018

- Fix `tcset` command execution failed when all of the following conditions:
    - Using `--tc-command` option with `--direction incoming` option
    - `netifaces` package is installed.


[Changes][v0.19.1]


<a name="v0.19.0"></a>
# [v0.19.0](https://github.com/thombashi/tcconfig/releases/tag/v0.19.0) - 16 Jul 2018

- Change `-d`/`--device` option of tcconfig commands into a positional argument
    - e.g. `tcset eth0 --rate 1Mbps`
    - `-d`/`--device` option still can be used for backward compatibility
- Change `tcset` `-f` option to `--import-setting` option
- Add `--color` option to `tcshow` command
- Add support for Python 3.7
- Introduce colorized logging
- Fix choices for `--shaping-algo` option
- Bug fixes


[Changes][v0.19.0]


<a name="v0.18.3"></a>
# [v0.18.3](https://github.com/thombashi/tcconfig/releases/tag/v0.18.3) - 02 Jul 2018



[Changes][v0.18.3]


<a name="v0.18.2"></a>
# [v0.18.2](https://github.com/thombashi/tcconfig/releases/tag/v0.18.2) - 04 May 2018

- Add support for Linux capability of the `--direction incoming` option
- Fix `tcconfig` commands failed when missing optional packages
- Improve log messages
- Bug fixes

[Changes][v0.18.2]


<a name="v0.18.1"></a>
# [v0.18.1](https://github.com/thombashi/tcconfig/releases/tag/v0.18.1) - 22 Apr 2018



[Changes][v0.18.1]


<a name="v0.18.0"></a>
# [v0.18.0](https://github.com/thombashi/tcconfig/releases/tag/v0.18.0) - 08 Apr 2018

- Add support for Linux capabilities: [#98](https://github.com/thombashi/tcconfig/issues/98) (Thanks to [@dastergon](https://github.com/dastergon) )
- Bug fixes

[Changes][v0.18.0]


<a name="v0.17.3"></a>
# [v0.17.3](https://github.com/thombashi/tcconfig/releases/tag/v0.17.3) - 04 Feb 2018

- Add execution permission check to `tcset`/`tcdel`
- Suppress excessive log message output


[Changes][v0.17.3]


<a name="v0.17.2"></a>
# [v0.17.2](https://github.com/thombashi/tcconfig/releases/tag/v0.17.2) - 20 Jan 2018

- Fix tcdel for the deb package: [#93](https://github.com/thombashi/tcconfig/issues/93) (Thanks to [@pxsalehi](https://github.com/pxsalehi))
- Bugfix for `tcshow`

[Changes][v0.17.2]


<a name="v0.17.1"></a>
# [v0.17.1](https://github.com/thombashi/tcconfig/releases/tag/v0.17.1) - 29 Dec 2017

- Add a deb package

[Changes][v0.17.1]


<a name="v0.17.0"></a>
# [v0.17.0](https://github.com/thombashi/tcconfig/releases/tag/v0.17.0) - 04 Nov 2017

- Improve log messages
- Drop support for Python 3.3


[Changes][v0.17.0]


<a name="v0.16.2"></a>
# [v0.16.2](https://github.com/thombashi/tcconfig/releases/tag/v0.16.2) - 28 Oct 2017

- Fix improper `tcdel` output when executed with `--tc-command`/`--tc-script` options
- Suppress an excessive warning message that outputted when executed with `--tc-command`/`--tc-script` options


[Changes][v0.16.2]


<a name="v0.16.1"></a>
# [v0.16.1](https://github.com/thombashi/tcconfig/releases/tag/v0.16.1) - 17 Oct 2017



[Changes][v0.16.1]


<a name="v0.16.0"></a>
# [v0.16.0](https://github.com/thombashi/tcconfig/releases/tag/v0.16.0) - 08 Oct 2017

- Change `--change` option behavior to add a shaping rule if there are no existing rules: [#88](https://github.com/thombashi/tcconfig/issues/88) (Thanks to [@dastergon](https://github.com/dastergon))
- Improve error messages
- Bug fixes

[Changes][v0.16.0]


<a name="v0.15.0"></a>
# [v0.15.0](https://github.com/thombashi/tcconfig/releases/tag/v0.15.0) - 02 Sep 2017

- Support extra time units in delay specification: [#86](https://github.com/thombashi/tcconfig/issues/86) (Thanks to [@dastergon](https://github.com/dastergon))
- Improve log messages


[Changes][v0.15.0]


<a name="v0.14.1"></a>
# [v0.14.1](https://github.com/thombashi/tcconfig/releases/tag/v0.14.1) - 19 Aug 2017

- Fix qdisc handle parsing failed when the handle include alphabet: [#85](https://github.com/thombashi/tcconfig/issues/85) (Thanks to [@selimt](https://github.com/selimt))
- Fix tcdel failed when deleting the final filter with Python 3


[Changes][v0.14.1]


<a name="v0.14.0"></a>
# [v0.14.0](https://github.com/thombashi/tcconfig/releases/tag/v0.14.0) - 18 Aug 2017

- Add support for deletion per-network to `tcdel`: [#80](https://github.com/thombashi/tcconfig/issues/80) (Thanks to [@dastergon](https://github.com/dastergon))
- Suppress unnecessary log messages when add/change shaping rules: [#84](https://github.com/thombashi/tcconfig/issues/84) (Thanks to [@dastergon](https://github.com/dastergon))
- Bug fixes

[Changes][v0.14.0]


<a name="v0.13.2"></a>
# [v0.13.2](https://github.com/thombashi/tcconfig/releases/tag/v0.13.2) - 16 Aug 2017

- Fix `tcset --change` option alters other defined rules: [#79](https://github.com/thombashi/tcconfig/issues/79) (Thanks to [@dastergon](https://github.com/dastergon))
- Add config file existence check for the `tcset`
- Add `--stacktrace` option for debugging
- Improve log messages
- Bug fixes

[Changes][v0.13.2]


<a name="v0.13.1"></a>
# [v0.13.1](https://github.com/thombashi/tcconfig/releases/tag/v0.13.1) - 08 Aug 2017

- Fix handles negative NIC speed values: [#81](https://github.com/thombashi/tcconfig/issues/81) (Thanks to [@dastergon](https://github.com/dastergon))

[Changes][v0.13.1]


<a name="v0.13.0"></a>
# [v0.13.0](https://github.com/thombashi/tcconfig/releases/tag/v0.13.0) - 06 Aug 2017

- Add exclude options: [#77](https://github.com/thombashi/tcconfig/issues/77) (Thanks to [@dastergon](https://github.com/dastergon))
    - `--exclude-dst-network`
    - `--exclude-src-network`
    - `--exclude-dst-port`
    - `--exclude-src-port`
- Modify to `--src-network` option can be used without the `--iptables` option when using `htb`
- Bug fixes


[Changes][v0.13.0]


<a name="v0.12.2"></a>
# [v0.12.2](https://github.com/thombashi/tcconfig/releases/tag/v0.12.2) - 03 Aug 2017

- Add a short option for the ``--device`` option
- Fix ``tcset`` failed when using ``tbf``


[Changes][v0.12.2]


<a name="v0.12.1"></a>
# [v0.12.1](https://github.com/thombashi/tcconfig/releases/tag/v0.12.1) - 17 Jul 2017



[Changes][v0.12.1]


<a name="v0.12.0"></a>
# [v0.12.0](https://github.com/thombashi/tcconfig/releases/tag/v0.12.0) - 11 Jun 2017

- Add `--change option` to reduce shaping rule changing side effect: [#68](https://github.com/thombashi/tcconfig/issues/68) (Thanks to [@twdkeule](https://github.com/twdkeule))
- Make a script file name created by `tcshow --tc-script` include target device names.
- Improve log messages
- Bug fix
    - Avoid adding a shaping rule where a rule already existing path: [#70](https://github.com/thombashi/tcconfig/issues/70) (Thanks to [@twdkeule](https://github.com/twdkeule))
    - Modify to return proper exit code: [#71](https://github.com/thombashi/tcconfig/issues/71) (Thanks to [@twdkeule](https://github.com/twdkeule))
    - Fix packaging
    - Minor bug fixes


[Changes][v0.12.0]


<a name="v0.11.0"></a>
# [v0.11.0](https://github.com/thombashi/tcconfig/releases/tag/v0.11.0) - 06 Jun 2017

- Add `--duplicate`/`--reordering` options: [#67](https://github.com/thombashi/tcconfig/issues/67) (Thanks to [@Sir-Nightmare](https://github.com/Sir-Nightmare))
- Make `tcset`/`tcdel` commands executable without `tc` command installed when `--tc-command`/`--tc-script` options are used.


[Changes][v0.11.0]


<a name="v0.10.0"></a>
# [v0.10.0](https://github.com/thombashi/tcconfig/releases/tag/v0.10.0) - 06 May 2017

- Add `--src-port` option: [#51](https://github.com/thombashi/tcconfig/issues/51) (Thanks to [@lauhen](https://github.com/lauhen))
- Bug fixes
- Improve log messages

[Changes][v0.10.0]


<a name="v0.9.0"></a>
# [v0.9.0](https://github.com/thombashi/tcconfig/releases/tag/v0.9.0) - 25 Mar 2017

- Add IPv6 support (Thanks to [@rkd-msw](https://github.com/rkd-msw)): [#61](https://github.com/thombashi/tcconfig/issues/61) [#62](https://github.com/thombashi/tcconfig/issues/62) 
- Bug fixes


[Changes][v0.9.0]


<a name="v0.8.0"></a>
# [v0.8.0](https://github.com/thombashi/tcconfig/releases/tag/v0.8.0) - 18 Mar 2017

[#59](https://github.com/thombashi/tcconfig/issues/59): Thanks to [@pedro-nonfree](https://github.com/pedro-nonfree)

- Add ``--tc-command`` option: display tc commands to be executed by tcconfig commands
- Add ``--tc-script`` option: create a tc command script which include commands to be executed by tcconfig 


[Changes][v0.8.0]


<a name="v0.7.2"></a>
# [v0.7.2](https://github.com/thombashi/tcconfig/releases/tag/v0.7.2) - 11 Mar 2017

- Fix error handling ([#57](https://github.com/thombashi/tcconfig/issues/57): Thanks to [@eroullit](https://github.com/eroullit))


[Changes][v0.7.2]


<a name="v0.7.1"></a>
# [v0.7.1](https://github.com/thombashi/tcconfig/releases/tag/v0.7.1) - 25 Feb 2017

- Fix [#54](https://github.com/thombashi/tcconfig/issues/54) failed to execute tcset when iproute2 version is older than 3.14.0 (Thanks to [@ducalpha](https://github.com/ducalpha))
- Bug fixes


[Changes][v0.7.1]


<a name="0.7.1-alpha"></a>
# [0.7.1-alpha](https://github.com/thombashi/tcconfig/releases/tag/0.7.1-alpha) - 15 Feb 2017



[Changes][0.7.1-alpha]


<a name="v0.7.0"></a>
# [v0.7.0](https://github.com/thombashi/tcconfig/releases/tag/v0.7.0) - 22 Jan 2017

- [#30](https://github.com/thombashi/tcconfig/issues/30): Filter routes support. Thanks to [@JonathanLennox](https://github.com/JonathanLennox)
- [#39](https://github.com/thombashi/tcconfig/issues/39): Allow 100% packet loss/corruption settings. Thanks to [@pdavies](https://github.com/pdavies).
- [#43](https://github.com/thombashi/tcconfig/issues/43): Multiple rules support. Thanks to [@konetzed](https://github.com/konetzed) 
  - Add `--add` option
- Change default shaping algorithm from tbf to htb
- Python 3.6 support
- Improve log messages
- Bug fixes


[Changes][v0.7.0]


<a name="v0.7.0-alpha-4"></a>
# [v0.7.0-alpha-4](https://github.com/thombashi/tcconfig/releases/tag/v0.7.0-alpha-4) - 17 Jan 2017

- Bugfix: shaping rules not applied properly when using htb algorithm and not using network/port options


[Changes][v0.7.0-alpha-4]


<a name="v0.7.0-alpha-3"></a>
# [v0.7.0-alpha-3](https://github.com/thombashi/tcconfig/releases/tag/v0.7.0-alpha-3) - 15 Jan 2017

- Multiple rules support [#43](https://github.com/thombashi/tcconfig/issues/43): Thanks to [@konetzed](https://github.com/konetzed) 
  - Add `--add` option
  - Add `--shaping-algo` option
- Bug fixes
- Improve log messages
- Limitation:
  - Currently `tcshow` will not properly worked when using `htb` as `--shaping-algo`.
- Python 3.6 support


[Changes][v0.7.0-alpha-3]


<a name="v0.7.0-alpha-2"></a>
# [v0.7.0-alpha-2](https://github.com/thombashi/tcconfig/releases/tag/v0.7.0-alpha-2) - 07 Jan 2017

- [#39](https://github.com/thombashi/tcconfig/issues/39): Allow 100% packet loss/corruption settings. Thanks to [@pdavies](https://github.com/pdavies).


[Changes][v0.7.0-alpha-2]


<a name="v0.7.0-alpha"></a>
# [v0.7.0-alpha](https://github.com/thombashi/tcconfig/releases/tag/v0.7.0-alpha) - 06 Nov 2016

- [#30](https://github.com/thombashi/tcconfig/issues/30) 
- Bug fixes


[Changes][v0.7.0-alpha]


<a name="v0.6.6"></a>
# [v0.6.6](https://github.com/thombashi/tcconfig/releases/tag/v0.6.6) - 28 Aug 2016

- Fix config file loading of tcset command


[Changes][v0.6.6]


<a name="v0.6.5"></a>
# [v0.6.5](https://github.com/thombashi/tcconfig/releases/tag/v0.6.5) - 26 Aug 2016

- Suppress excessive error messages


[Changes][v0.6.5]


<a name="v0.6.4"></a>
# [v0.6.4](https://github.com/thombashi/tcconfig/releases/tag/v0.6.4) - 13 Aug 2016

- Fix package dependency


[Changes][v0.6.4]


<a name="v0.6.3"></a>
# [v0.6.3](https://github.com/thombashi/tcconfig/releases/tag/v0.6.3) - 13 Aug 2016

- Drop support for Python 2.6
- Modify package dependency
- Bug fixes
- Refactoring


[Changes][v0.6.3]


<a name="v0.6.2"></a>
# [v0.6.2](https://github.com/thombashi/tcconfig/releases/tag/v0.6.2) - 19 Jun 2016

- Make pytest-runner a conditional requirement
- Drop support for Python 2.5


[Changes][v0.6.2]


<a name="v0.6.1"></a>
# [v0.6.1](https://github.com/thombashi/tcconfig/releases/tag/v0.6.1) - 19 Mar 2016

- Fix requirements
- Improve python3 compatibility


[Changes][v0.6.1]


<a name="v0.6.0"></a>
# [v0.6.0](https://github.com/thombashi/tcconfig/releases/tag/v0.6.0) - 13 Mar 2016

# Enhancement
- Add a command line option to set traffic control from configuration file
- Change to be able to set the floating point with network latency

# Fix
- Fix tcset: failed to incoming filtering for multiple network interfaces


[Changes][v0.6.0]


<a name="v0.5.0"></a>
# [v0.5.0](https://github.com/thombashi/tcconfig/releases/tag/v0.5.0) - 12 Mar 2016

# Enhancement
- Add tcshow command to display tc configurations as more human-readable format

# Fix
- Fix filtering with port-number


[Changes][v0.5.0]


<a name="v0.4.0"></a>
# [v0.4.0](https://github.com/thombashi/tcconfig/releases/tag/v0.4.0) - 06 Mar 2016

# Enhancement
- Add packet corruption rate support
- Add network latency distribution support


[Changes][v0.4.0]


<a name="v0.3.0"></a>
# [v0.3.0](https://github.com/thombashi/tcconfig/releases/tag/v0.3.0) - 05 Mar 2016

# Enhancement

Add support for incoming packet traffic control


[Changes][v0.3.0]


<a name="v0.2.0"></a>
# [v0.2.0](https://github.com/thombashi/tcconfig/releases/tag/v0.2.0) - 03 Mar 2016

# Enhancement
- Add network/port options


[Changes][v0.2.0]


<a name="v0.1.4"></a>
# [v0.1.4](https://github.com/thombashi/tcconfig/releases/tag/v0.1.4) - 01 Mar 2016



[Changes][v0.1.4]


<a name="v0.1.3"></a>
# [v0.1.3](https://github.com/thombashi/tcconfig/releases/tag/v0.1.3) - 22 Feb 2016



[Changes][v0.1.3]


<a name="v0.1.2"></a>
# [v0.1.2](https://github.com/thombashi/tcconfig/releases/tag/v0.1.2) - 31 Jan 2016



[Changes][v0.1.2]


<a name="v0.1.1"></a>
# [v0.1.1](https://github.com/thombashi/tcconfig/releases/tag/v0.1.1) - 23 Jan 2016



[Changes][v0.1.1]


<a name="v0.1.0"></a>
# [v0.1.0](https://github.com/thombashi/tcconfig/releases/tag/v0.1.0) - 18 Jan 2016



[Changes][v0.1.0]


[v0.28.1]: https://github.com/thombashi/tcconfig/compare/v0.28.0...v0.28.1
[v0.28.0]: https://github.com/thombashi/tcconfig/compare/v0.27.1...v0.28.0
[v0.27.1]: https://github.com/thombashi/tcconfig/compare/v0.27.0...v0.27.1
[v0.27.0]: https://github.com/thombashi/tcconfig/compare/v0.26.0...v0.27.0
[v0.26.0]: https://github.com/thombashi/tcconfig/compare/v0.25.3...v0.26.0
[v0.25.3]: https://github.com/thombashi/tcconfig/compare/v0.25.2...v0.25.3
[v0.25.2]: https://github.com/thombashi/tcconfig/compare/v0.25.1...v0.25.2
[v0.25.1]: https://github.com/thombashi/tcconfig/compare/v0.25.0...v0.25.1
[v0.25.0]: https://github.com/thombashi/tcconfig/compare/v0.24.1...v0.25.0
[v0.24.1]: https://github.com/thombashi/tcconfig/compare/v0.24.0...v0.24.1
[v0.24.0]: https://github.com/thombashi/tcconfig/compare/v0.23.0...v0.24.0
[v0.23.0]: https://github.com/thombashi/tcconfig/compare/v0.22.3...v0.23.0
[v0.22.3]: https://github.com/thombashi/tcconfig/compare/v0.22.2...v0.22.3
[v0.22.2]: https://github.com/thombashi/tcconfig/compare/v0.22.1...v0.22.2
[v0.22.1]: https://github.com/thombashi/tcconfig/compare/v0.22.0...v0.22.1
[v0.22.0]: https://github.com/thombashi/tcconfig/compare/v0.21.9...v0.22.0
[v0.21.9]: https://github.com/thombashi/tcconfig/compare/v0.21.8...v0.21.9
[v0.21.8]: https://github.com/thombashi/tcconfig/compare/v0.21.7...v0.21.8
[v0.21.7]: https://github.com/thombashi/tcconfig/compare/v0.21.6...v0.21.7
[v0.21.6]: https://github.com/thombashi/tcconfig/compare/v0.21.5...v0.21.6
[v0.21.5]: https://github.com/thombashi/tcconfig/compare/v0.21.4...v0.21.5
[v0.21.4]: https://github.com/thombashi/tcconfig/compare/v0.21.3...v0.21.4
[v0.21.3]: https://github.com/thombashi/tcconfig/compare/v0.21.2...v0.21.3
[v0.21.2]: https://github.com/thombashi/tcconfig/compare/v0.21.1...v0.21.2
[v0.21.1]: https://github.com/thombashi/tcconfig/compare/v0.21.0...v0.21.1
[v0.21.0]: https://github.com/thombashi/tcconfig/compare/v0.20.3...v0.21.0
[v0.20.3]: https://github.com/thombashi/tcconfig/compare/v0.20.2...v0.20.3
[v0.20.2]: https://github.com/thombashi/tcconfig/compare/v0.20.1...v0.20.2
[v0.20.1]: https://github.com/thombashi/tcconfig/compare/v0.20.0...v0.20.1
[v0.20.0]: https://github.com/thombashi/tcconfig/compare/v0.19.1...v0.20.0
[v0.19.1]: https://github.com/thombashi/tcconfig/compare/v0.19.0...v0.19.1
[v0.19.0]: https://github.com/thombashi/tcconfig/compare/v0.18.3...v0.19.0
[v0.18.3]: https://github.com/thombashi/tcconfig/compare/v0.18.2...v0.18.3
[v0.18.2]: https://github.com/thombashi/tcconfig/compare/v0.18.1...v0.18.2
[v0.18.1]: https://github.com/thombashi/tcconfig/compare/v0.18.0...v0.18.1
[v0.18.0]: https://github.com/thombashi/tcconfig/compare/v0.17.3...v0.18.0
[v0.17.3]: https://github.com/thombashi/tcconfig/compare/v0.17.2...v0.17.3
[v0.17.2]: https://github.com/thombashi/tcconfig/compare/v0.17.1...v0.17.2
[v0.17.1]: https://github.com/thombashi/tcconfig/compare/v0.17.0...v0.17.1
[v0.17.0]: https://github.com/thombashi/tcconfig/compare/v0.16.2...v0.17.0
[v0.16.2]: https://github.com/thombashi/tcconfig/compare/v0.16.1...v0.16.2
[v0.16.1]: https://github.com/thombashi/tcconfig/compare/v0.16.0...v0.16.1
[v0.16.0]: https://github.com/thombashi/tcconfig/compare/v0.15.0...v0.16.0
[v0.15.0]: https://github.com/thombashi/tcconfig/compare/v0.14.1...v0.15.0
[v0.14.1]: https://github.com/thombashi/tcconfig/compare/v0.14.0...v0.14.1
[v0.14.0]: https://github.com/thombashi/tcconfig/compare/v0.13.2...v0.14.0
[v0.13.2]: https://github.com/thombashi/tcconfig/compare/v0.13.1...v0.13.2
[v0.13.1]: https://github.com/thombashi/tcconfig/compare/v0.13.0...v0.13.1
[v0.13.0]: https://github.com/thombashi/tcconfig/compare/v0.12.2...v0.13.0
[v0.12.2]: https://github.com/thombashi/tcconfig/compare/v0.12.1...v0.12.2
[v0.12.1]: https://github.com/thombashi/tcconfig/compare/v0.12.0...v0.12.1
[v0.12.0]: https://github.com/thombashi/tcconfig/compare/v0.11.0...v0.12.0
[v0.11.0]: https://github.com/thombashi/tcconfig/compare/v0.10.0...v0.11.0
[v0.10.0]: https://github.com/thombashi/tcconfig/compare/v0.9.0...v0.10.0
[v0.9.0]: https://github.com/thombashi/tcconfig/compare/v0.8.0...v0.9.0
[v0.8.0]: https://github.com/thombashi/tcconfig/compare/v0.7.2...v0.8.0
[v0.7.2]: https://github.com/thombashi/tcconfig/compare/v0.7.1...v0.7.2
[v0.7.1]: https://github.com/thombashi/tcconfig/compare/0.7.1-alpha...v0.7.1
[0.7.1-alpha]: https://github.com/thombashi/tcconfig/compare/v0.7.0...0.7.1-alpha
[v0.7.0]: https://github.com/thombashi/tcconfig/compare/v0.7.0-alpha-4...v0.7.0
[v0.7.0-alpha-4]: https://github.com/thombashi/tcconfig/compare/v0.7.0-alpha-3...v0.7.0-alpha-4
[v0.7.0-alpha-3]: https://github.com/thombashi/tcconfig/compare/v0.7.0-alpha-2...v0.7.0-alpha-3
[v0.7.0-alpha-2]: https://github.com/thombashi/tcconfig/compare/v0.7.0-alpha...v0.7.0-alpha-2
[v0.7.0-alpha]: https://github.com/thombashi/tcconfig/compare/v0.6.6...v0.7.0-alpha
[v0.6.6]: https://github.com/thombashi/tcconfig/compare/v0.6.5...v0.6.6
[v0.6.5]: https://github.com/thombashi/tcconfig/compare/v0.6.4...v0.6.5
[v0.6.4]: https://github.com/thombashi/tcconfig/compare/v0.6.3...v0.6.4
[v0.6.3]: https://github.com/thombashi/tcconfig/compare/v0.6.2...v0.6.3
[v0.6.2]: https://github.com/thombashi/tcconfig/compare/v0.6.1...v0.6.2
[v0.6.1]: https://github.com/thombashi/tcconfig/compare/v0.6.0...v0.6.1
[v0.6.0]: https://github.com/thombashi/tcconfig/compare/v0.5.0...v0.6.0
[v0.5.0]: https://github.com/thombashi/tcconfig/compare/v0.4.0...v0.5.0
[v0.4.0]: https://github.com/thombashi/tcconfig/compare/v0.3.0...v0.4.0
[v0.3.0]: https://github.com/thombashi/tcconfig/compare/v0.2.0...v0.3.0
[v0.2.0]: https://github.com/thombashi/tcconfig/compare/v0.1.4...v0.2.0
[v0.1.4]: https://github.com/thombashi/tcconfig/compare/v0.1.3...v0.1.4
[v0.1.3]: https://github.com/thombashi/tcconfig/compare/v0.1.2...v0.1.3
[v0.1.2]: https://github.com/thombashi/tcconfig/compare/v0.1.1...v0.1.2
[v0.1.1]: https://github.com/thombashi/tcconfig/compare/v0.1.0...v0.1.1
[v0.1.0]: https://github.com/thombashi/tcconfig/tree/v0.1.0
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9. Links


	GitHub repository [https://github.com/thombashi/tcconfig]


	Issue tracker [https://github.com/thombashi/tcconfig/issues]


	pip: A tool for installing python packages [https://pip.pypa.io/en/stable/]
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Installation


Installation: pip

tcconfig can be installed from PyPI [https://pypi.python.org/pypi] via
pip [https://pip.pypa.io/en/stable/installing/] (Python package manager) command.

sudo pip install tcconfig







Installation: dpkg (Debian/Ubuntu)

curl -sSL https://raw.githubusercontent.com/thombashi/tcconfig/master/scripts/installer.sh | sudo bash








Dependencies


	Python 3.7+


	Python package dependencies (automatically installed) [https://github.com/thombashi/tcconfig/network/dependencies]





Linux packages


	
	mandatory: required for tc command:
	
	Ubuntu/Debian: iproute2


	Fedora/RHEL: iproute-tc










	
	optional: required when you use the --iptables option:
	
	iptables














Linux kernel module


	sch_netem






Optional Python packages


	Pygments [http://pygments.org/]








            

          

      

      

    

  

    
      
          
            
  
Advanced usage

You can delete a specific shaping rule by either network specifier or filter_id.

# tcset eth0 --delay 10ms --rate 10Kbps --network 192.168.1.2 --overwrite
# tcset eth0 --delay 100ms --rate 50Kbps --network 192.168.1.3 --add
# tcset eth0 --delay 200ms --rate 100Kbps --network 192.168.0.0/24 --add
# tcshow eth0
{
    "eth0": {
        "outgoing": {
            "dst-network=192.168.1.2/32, protocol=ip": {
                "filter_id": "800::800",
                "delay": "10.0ms",
                "rate": "10Kbps"
            },
            "dst-network=192.168.1.3/32, protocol=ip": {
                "filter_id": "800::801",
                "delay": "100.0ms",
                "rate": "50Kbps"
            },
            "dst-network=192.168.0.0/24, protocol=ip": {
                "filter_id": "800::802",
                "delay": "200.0ms",
                "rate": "100Kbps"
            }
        },
        "incoming": {}
    }
}





e.g. Delete a shaping rule with network specifier:

# tcdel eth0 --dst-network 192.168.1.2
# tcshow eth0
{
    "eth0": {
        "outgoing": {
            "dst-network=192.168.1.3/32, protocol=ip": {
                "filter_id": "800::801",
                "delay": "100.0ms",
                "rate": "50Kbps"
            },
            "dst-network=192.168.0.0/24, protocol=ip": {
                "filter_id": "800::802",
                "delay": "200.0ms",
                "rate": "100Kbps"
            }
        },
        "incoming": {}
    }
}





e.g. Delete a shaping rule with filter id:

# tcdel eth0 --id 800::801
# tcshow eth0
{
    "eth0": {
        "outgoing": {
            "dst-network=192.168.0.0/24, protocol=ip": {
                "filter_id": "800::802",
                "delay": "200.0ms",
                "rate": "100Kbps"
            }
        },
        "incoming": {}
    }
}








            

          

      

      

    

  

    
      
          
            
  
Delete traffic control (tcdel command)

tcdel is a command to delete traffic shaping rules from a network interface (device).




            

          

      

      

    

  

    
      
          
            
  

Note

tcdel delete mangle tables in iptables.
(any other tables are not affected).







tcdel command help

usage: tcdel [-h] [-V] [--tc-command | --tc-script] [--debug | --quiet] [--debug-query] [--stacktrace] [-a] [--id FILTER_ID] [--direction {outgoing,incoming}] [--network DST_NETWORK] [--src-network SRC_NETWORK] [--port DST_PORT] [--src-port SRC_PORT] [--ipv6] [--docker] [--src-container SRC_CONTAINER] [--dst-container DST_CONTAINER] device

options:
  -h, --help            show this help message and exit
  -V, --version         show program's version number and exit
  --tc-command          display tc commands to be executed and exit. these commands are not actually executed.
  --tc-script           generate a shell script file that describes tc commands. this tc script execution results are nearly equivalent to the tcconfig command. the script can be executed without tcconfig package installation.
  --debug               for debug print.
  --quiet               suppress execution log messages.

Debug:
  --debug-query         for debug print.
  --stacktrace          print stack trace for debugging information. --debug option is required to see the debug print.

Traffic Control:
  device                network device name (e.g. eth0)
  -a, --all             delete all of the shaping rules.
  --id FILTER_ID        delete a shaping rule that has a specific id. you can get an id (filter_id) by tcshow command output. e.g. "filter_id": "800::801"

Routing:
  --direction {outgoing,incoming}
                        the direction of network communication that imposes traffic control. 'incoming' requires ifb kernel module and Linux kernel 2.6.20 or later. (default = outgoing)
  --network DST_NETWORK, --dst-network DST_NETWORK
                        specify destination IP-address/network that applies traffic control. defaults to any.
  --src-network SRC_NETWORK
                        specify a source IP-address/network that applies traffic control. defaults to any. this option has no effect when executing with "--direction incoming" option. note: this option is required to execute with the --iptables option when using tbf algorithm.
  --port DST_PORT, --dst-port DST_PORT
                        specify destination port number that applies traffic control. defaults to any.
  --src-port SRC_PORT   specify source port number that applies traffic control. defaults to any.
  --ipv6                apply traffic control to IPv6 packets rather than IPv4.

Docker:
  --docker              apply traffic control to a docker container. to use this option, you will need to specify a container id as 'device' as follows: tcset --container <container id>
  --src-container SRC_CONTAINER
                        specify source container id or name.
  --dst-container DST_CONTAINER
                        specify destination container id or name.

Documentation: https://tcconfig.rtfd.io/
Issue tracker: https://github.com/thombashi/tcconfig/issues








            

          

      

      

    

  

    
      
          
            
  
e.g. Delete traffic control of eth0

You can delete all of the shaping rules for the eth0 with -a/--all option:

# tcdel eth0 --all








            

          

      

      

    

  

    
      
          
            
  
Advanced usage


Traffic control of incoming packets

You can set traffic shaping rules to incoming packets by executing tcset command with --direction incoming option.
Other options are the same as in the case of the basic usage.


e.g. Set traffic control for both incoming and outgoing network

# tcset eth0 --direction outgoing --rate 200Kbps --network 192.168.0.0/24
# tcset eth0 --direction incoming --rate 1Mbps --network 192.168.0.0/24







Requirements

To set incoming packet traffic control requires an additional kernel module named ifb,
which need the following conditions:


	Equal or later than Linux kernel version 2.6.20


	Equal or later than iproute2 package version 20070313







Set latency distribution

Network latency setting by --delay option is a uniform distribution.
If you are using --delay-distro option, latency is decided by a normal distribution.


e.g. Set 100ms +- 20ms network latency with normal distribution

# tcset eth0 --delay 100ms --delay-distro 20








Set multiple traffic shaping rules to an interface

You can set multiple shaping rules to a network interface with --add option.

tcset eth0 --rate 500Mbps --network 192.168.2.1/32
tcset eth0 --rate 100Mbps --network 192.168.2.2/32 --add







Using IPv6

IPv6 addresses can be used at tcset/tcshow commands with --ipv6 option.

# tcset eth0 --delay 100ms --network 2001:db00::0/24 --ipv6
# tcshow eth0 --ipv6
{
    "eth0": {
        "outgoing": {
            "dst-network=2001:db00::/24, protocol=ipv6": {
                "filter_id": "800::800",
                "delay": "100.0ms",
                "rate": "1Gbps"
            }
        },
        "incoming": {}
    }
}







Get tc commands

You can get tc commands to be executed by tcconfig commands by
executing with --tc-command option
(Execution of tcconfig commands with --tc-command option does not affect the traffic rules to the server).


	Example:

	$ tcset eth0 --delay 10ms --tc-command
/sbin/tc qdisc add dev eth0 root handle 1a1a: htb default 1
/sbin/tc class add dev eth0 parent 1a1a: classid 1a1a:1 htb rate 1000000kbit
/sbin/tc class add dev eth0 parent 1a1a: classid 1a1a:254 htb rate 1000000Kbit ceil 1000000Kbit
/sbin/tc qdisc add dev eth0 parent 1a1a:254 handle 2873: netem delay 10ms
/sbin/tc filter add dev eth0 protocol ip parent 1a1a: prio 2 u32 match ip dst 0.0.0.0/0 match ip src 0.0.0.0/0 flowid 1a1a:254











Generate a tc script file

--tc-script option generates an executable script which includes
tc commands to be executed by tcconfig commands.
The created script can execute at other servers where tcconfig is not installed
(However, you need the tc command to run the script).


	Example:

	$ tcset eth0 --delay 10ms --tc-script
[INFO] tcconfig: written a tc script to 'tcset_eth0_delay10ms.sh'

(copy the script to a remote server)
$ sudo ./tcset_eth0_delay10ms.sh











Set a shaping rule for multiple destinations


Example Environment

Multiple hosts (A, B, C, D) are on the same network.

A (192.168.0.100) --+--B (192.168.0.2)
                    |
                    +--C (192.168.0.3)
                    |
                    +--D (192.168.0.4)







Set a shaping rule to multiple hosts

--dst-network/--src-network option can specify not only a host but also network.
The following command executed at host A will set a shaping rule that incurs 100 msec network latency to packets
from A (192.168.0.100) to a specific network (192.168.0.0/28 which include B/C/D).


	Example:

	# tcset eth0 --dst-network 192.168.0.0/28 --exclude-dst-network 192.168.0.3 --delay 100ms









You can exclude hosts from shaping rules by --exclude-dst-network/--exclude-src-network option.
The following command executed at host A will set a shaping rule that incurs 100 msec network latency to packets
from host A (192.168.0.100) to host B (192.168.0.2)/D (192.168.0.4).


	Example:

	# tcset eth0 --dst-network 192.168.0.0/28 --exclude-dst-network 192.168.0.3 --delay 100ms












Shaping rules between multiple hosts


Example Environment

Existed multiple networks (192.168.0.0/24, 192.168.1.0/24).
Host A (192.168.0.100) and host C (192.168.1.10) belong to a different network.
Host B (192.168.0.2/192.168.1.2) belong to both networks.

A (192.168.0.100) -- (192.168.0.2) B (192.168.1.2) -- C (192.168.1.10)







Set a shaping rule to multiple hosts

The following command executed at host B will set a shaping rule that incurs 100 msec network latency to packets
only from host A (192.168.0.100) to host C (192.168.1.10).


	Example:

	# tcset eth0 --dst-network 192.168.0.2 --dst-network 192.168.1.2 --delay 100ms














            

          

      

      

    

  

    
      
          
            
  
e.g. Set a limit on bandwidth up to 100Kbps

# tcset eth0 --rate 100Kbps







e.g. Set network latency

You can use time units (such as us/sec/min/etc.) to designate delay time.


Set 100 milliseconds of network latency

# tcset eth0 --delay 100ms







Set 10 seconds of network latency

# tcset eth0 --delay 10sec







Set 0.5 minutes (30 seconds) network latency

# tcset eth0 --delay 0.5min





You can also use the following time units:



	Unit

	Available specifiers (str)





	hours

	h/hour/hours



	minutes

	m/min/mins/minute/minutes



	seconds

	s/sec/secs/second/seconds



	milliseconds

	ms/msec/msecs/millisecond/milliseconds



	microseconds

	us/usec/usecs/microsecond/microseconds









e.g. Set 0.1% packet loss

# tcset eth0 --loss 0.1%







e.g. All of the above settings at once

# tcset eth0 --rate 100Kbps --delay 100ms --loss 0.1%







e.g. Specify the IP address of the traffic control

# tcset eth0 --delay 100ms --network 192.168.0.10







e.g. Specify the IP network and port of traffic control

# tcset eth0 --delay 100ms --network 192.168.0.0/24 --port 80








            

          

      

      

    

  

    
      
          
            
  
Set traffic control to a docker container

Execute tcconfig with --docker option on a Docker host:

# tcset <container name or ID> --docker ...





You could use --src-container/--dst-container options to specify the source/destination container.



Set traffic control within a docker container

You need to run a container with --cap-add NET_ADMIN option
if you would like to set a tc rule within a container:

docker run -d --cap-add NET_ADMIN -t <docker image>





A container image that builtin tcconfig can be available at https://hub.docker.com/r/thombashi/tcconfig/




            

          

      

      

    

  

    
      
          
            
  
Set traffic control (tcset command)

tcset is a command to add a traffic control rule to a network interface (device).

You can delete rule(s) from a network interface by Delete traffic control (tcdel command).




            

          

      

      

    

  

    
      
          
            
  
tcset command help

usage: tcset [-h] [-V] [--tc-command | --tc-script] [--debug | --quiet] [--debug-query] [--stacktrace] [--import-setting] [--overwrite | --change | --add] [--rate BANDWIDTH_RATE] [--delay LATENCY_TIME] [--delay-distro LATENCY_DISTRO_TIME] [--delay-distribution {normal,pareto,paretonormal}] [--loss PACKET_LOSS_RATE] [--duplicate PACKET_DUPLICATE_RATE]
             [--corrupt CORRUPTION_RATE] [--reordering REORDERING_RATE] [--shaping-algo {htb,tbf}] [--iptables] [--direction {outgoing,incoming}] [--network DST_NETWORK] [--src-network SRC_NETWORK] [--port DST_PORT] [--src-port SRC_PORT] [--ipv6] [--exclude-dst-network EXCLUDE_DST_NETWORK] [--exclude-src-network EXCLUDE_SRC_NETWORK]
             [--exclude-dst-port EXCLUDE_DST_PORT] [--exclude-src-port EXCLUDE_SRC_PORT] [--docker] [--src-container SRC_CONTAINER] [--dst-container DST_CONTAINER]
             device

positional arguments:
  device                target name: network-interface/config-file (e.g. eth0)

options:
  -h, --help            show this help message and exit
  -V, --version         show program's version number and exit
  --tc-command          display tc commands to be executed and exit. these commands are not actually executed.
  --tc-script           generate a shell script file that describes tc commands. this tc script execution results are nearly equivalent to the tcconfig command. the script can be executed without tcconfig package installation.
  --debug               for debug print.
  --quiet               suppress execution log messages.
  --import-setting      import traffic control settings from a configuration file.
  --overwrite           overwrite existing traffic shaping rules.
  --change              change existing traffic shaping rules to the new ones. this option is effective in reducing the time between the shaping rule switching compared to --overwrite option. note: just add a shaping rule if there are no existing shaping rules.
  --add                 add a traffic shaping rule in addition to existing rules.

Debug:
  --debug-query         for debug print.
  --stacktrace          print stack trace for debugging information. --debug option is required to see the debug print.

Traffic Control Parameters:
  --rate BANDWIDTH_RATE, --bandwidth-rate BANDWIDTH_RATE
                        network bandwidth rate [bit per second]. the minimum bandwidth rate is 8 bps. valid units are either: [kK]bps, [kK]bits?(/|\s?per\s?)(s|sec|second), [kK]ibps, [kK]ibits?(/|\s?per\s?)(s|sec|second), [mM]bps, [mM]bits?(/|\s?per\s?)(s|sec|second), [mM]ibps, [mM]ibits?(/|\s?per\s?)(s|sec|second), [gG]bps, [gG]bits?(/|\s?per\s?)(s|sec|second),
                        [gG]ibps, [gG]ibits?(/|\s?per\s?)(s|sec|second), [tT]bps, [tT]bits?(/|\s?per\s?)(s|sec|second), [tT]ibps, [tT]ibits?(/|\s?per\s?)(s|sec|second), bps, bits?(/|\s?per\s?)(s|sec|second). e.g. tcset eth0 --rate 10Mbps
  --delay LATENCY_TIME  round trip network delay. the valid range is from 0ms to 60min. valid time units are: d/day/days, h/hour/hours, m/min/mins/minute/minutes, s/sec/secs/second/seconds, ms/msec/msecs/millisecond/milliseconds, us/usec/usecs/microsecond/microseconds. if no unit string is found, consider milliseconds as the time unit. (default=0ms)
  --delay-distro LATENCY_DISTRO_TIME
                        distribution of network latency becomes X +- Y (normal distribution). Here X is the value of --delay option and Y is the value of --delay-dist option). network latency distribution is uniform, without this option. valid time units are: d/day/days, h/hour/hours, m/min/mins/minute/minutes, s/sec/secs/second/seconds,
                        ms/msec/msecs/millisecond/milliseconds, us/usec/usecs/microsecond/microseconds. if no unit string is found, consider milliseconds as the time unit.
  --delay-distribution {normal,pareto,paretonormal}
                        choose the delay distribution. (default=normal)", [limitation] this parameter can not be shown by tcshow, and export/import as config.
  --loss PACKET_LOSS_RATE
                        round trip packet loss rate [%]. the valid range is from 0 to 100. (default=0)
  --duplicate PACKET_DUPLICATE_RATE
                        round trip packet duplicate rate [%]. the valid range is from 0 to 100. (default=0)
  --corrupt CORRUPTION_RATE
                        packet corruption rate [%]. the valid range is from 0 to 100. packet corruption means a single-bit error at a random offset in the packet. (default=0)
  --reordering REORDERING_RATE
                        packet reordering rate [%]. the valid range is from 0 to 100. (default=0)
  --shaping-algo {htb,tbf}
                        shaping algorithm. defaults to htb (recommended).
  --iptables            use iptables for traffic control.

Routing:
  --direction {outgoing,incoming}
                        the direction of network communication that imposes traffic control. 'incoming' requires ifb kernel module and Linux kernel 2.6.20 or later. (default = outgoing)
  --network DST_NETWORK, --dst-network DST_NETWORK
                        specify destination IP-address/network that applies traffic control. defaults to any.
  --src-network SRC_NETWORK
                        specify a source IP-address/network that applies traffic control. defaults to any. this option has no effect when executing with "--direction incoming" option. note: this option is required to execute with the --iptables option when using tbf algorithm.
  --port DST_PORT, --dst-port DST_PORT
                        specify destination port number that applies traffic control. defaults to any.
  --src-port SRC_PORT   specify source port number that applies traffic control. defaults to any.
  --ipv6                apply traffic control to IPv6 packets rather than IPv4.
  --exclude-dst-network EXCLUDE_DST_NETWORK
                        exclude a specific destination IP-address/network from a shaping rule.
  --exclude-src-network EXCLUDE_SRC_NETWORK
                        exclude a specific source IP-address/network from a shaping rule.
  --exclude-dst-port EXCLUDE_DST_PORT
                        exclude a specific destination port from a shaping rule.
  --exclude-src-port EXCLUDE_SRC_PORT
                        exclude a specific source port from a shaping rule.

Docker:
  --docker              apply traffic control to a docker container. to use this option, you will need to specify a container id as 'device' as follows: tcset --container <container id>
  --src-container SRC_CONTAINER
                        specify source container id or name.
  --dst-container DST_CONTAINER
                        specify destination container id or name.

Documentation: https://tcconfig.rtfd.io/
Issue tracker: https://github.com/thombashi/tcconfig/issues








            

          

      

      

    

  

    
      
          
            
  
Display traffic control configurations (tcshow command)

tcshow is a command to display the current traffic control settings for network interface(s).




            

          

      

      

    

  

    
      
          
            
  
tcshow command help

usage: tcshow [-h] [-V] [--tc-command | --tc-script] [--debug | --quiet] [--debug-query] [--stacktrace] [--ipv6] [--docker] [--color] [--export EXPORT_PATH] [--exclude-filter-id] [--dump-db DUMP_DB_PATH] device [device ...]

options:
  -h, --help            show this help message and exit
  -V, --version         show program's version number and exit
  --tc-command          display tc commands to be executed and exit. these commands are not actually executed.
  --tc-script           generate a shell script file that describes tc commands. this tc script execution results are nearly equivalent to the tcconfig command. the script can be executed without tcconfig package installation.
  --debug               for debug print.
  --quiet               suppress execution log messages.
  --color               colorize the output. require Pygments package.
  --export EXPORT_PATH  [experimental]
  --exclude-filter-id   [experimental] not display filter_id.
  --dump-db DUMP_DB_PATH
                        [experimental] dump parsed results to a SQLite database file

Debug:
  --debug-query         for debug print.
  --stacktrace          print stack trace for debugging information. --debug option is required to see the debug print.

Traffic Control:
  device                network device name (e.g. eth0)
  --ipv6                Display IPv6 shaping rules. Defaults to show IPv4 shaping rules.

Docker:
  --docker              apply traffic control to a docker container. to use this option, you will need to specify a container id as 'device' as follows: tcset --container <container id>

Documentation: https://tcconfig.rtfd.io/
Issue tracker: https://github.com/thombashi/tcconfig/issues








            

          

      

      

    

  

    
      
          
            
  
Example

# tcset eth0 --delay 10ms --delay-distro 2  --loss 0.01% --rate 0.25Mbps --network 192.168.0.10 --port 8080
# tcset eth0 --delay 1ms --loss 0.02% --rate 500Kbps --direction incoming
# tcshow eth0
{
    "eth0": {
        "outgoing": {
            "dst-network=192.168.0.10/32, dst-port=8080, protocol=ip": {
                "filter_id": "800::800",
                "delay": "10.0ms",
                "delay-distro": "2.0ms",
                "loss": "0.01%",
                "rate": "250Kbps"
            }
        },
        "incoming": {
            "protocol=ip": {
                "filter_id": "800::800",
                "delay": "1.0ms",
                "loss": "0.02%",
                "rate": "500Kbps"
            }
        }
    }
}
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